Air and Multipurpose

High Pressure

H6009

BULLDOG GOLD™

Construction:

Tube: Nitrile (RMA Class A)

Reinforcement:

1.00"-1.25" 1-wire bra
1.50" - 3.00" 2-wire bra
4.00" 3-wire bra

Cover: Pin-pricked
carboxylated nitrile

Operating Temperature:

-40°C to +121°C
(-40°F to +250°F)

Application:

* Provide power to
al-operated construction

equipment

* Power al
boring, a
equipment

~operated drills,
nd Mining

Markets:

 Construction

* Mining

» O1Il and gas exploration
» \Water drilling
» Ship building

Refer to warnings and safety
iInformation on pages M-1 — M-15.

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:

e Faton "/Z" series
 Faton "U" series

o [1C

* Union

* Boss male

* Ground joint female

* Air hammer

* Air king

» Faton quick disconnect

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

© O [ ® | 2 |
:I:I: Max Operating Burst
Part No. Hose |.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft
600916 28 25,4 1.00 38,1 1.50 70,0 1000 249 4000 0,96 0.64 19,2 50
H600916-100 25 25,4 1.00 38,1 1.50 /0,0 1000 245 4000 0,96 0.64 30,5 100
H600920 3] 31,8 1.25 46,0 1.81 59,0 800 220 3200 1,80 1.20 15,2 50
H600924 38 38,1 1.90 54,0 2.2 41,0 600 165 2400 2,01 1.34 19,2 50
H600924-100 38 38,1 1.50 54,0 2.2 41,0 600 165 2400 2,01 1.34 30,5 100
H600932 o 50,8 2.00 67,0 2.60 41,0 600 165 2400 7.5 1.97 15,2 50
H600932-100 51 50,8 2.00 67,0 2.60 41,0 600 165 2400 2,95 1.9/ 30,5 100
H600932-150 o' 50,8 2.00 67,9 2.66 41,0 600 165 2400 2,95 1.97 45,7 150
H600940 60 63,5 Z2.90 80,2 3.16 41,0 600 165 2400 3,79 2.50 15,2 50
H600940-100 60 63,5 Z2.50 80,2 316 41,0 600 165 2400 340 Z:90 30,9 100
H600948 80 18,2 3.00 94,5 Sl 41,0 600 165 2400 4,72 3.18 19,2 50
H600948-100 80 /6,2 3.00 94,5 3.72 41,0 600 165 2400 4,72 3.15 30,5 100
H600964 102 101,06 4.00 127,0 5.00 39,0 500 1338 2000 1,91 b.37 15,2 50
H600964-100 102 101,06 4.00 127,0 5.00 36,0 500 138 2000 7,97 5.37 30,5 100
H600964-150 102 101,06 4.00 127,0 5.00 35,0 500 138 2000 #,.817 .32 45,7 150
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Air and Multipurpose

High Pressure

H6008

BULLDOG YELLOW JACK™

Construction:

Tube: Vinyl nitrile
(RMA Class A)

Reinforcement:

050" — 1.26" 1-wire bra
1.50" — 3.00" 2-wire bra
4.00" 3-wire bra

Id

Id

Id

Cover: Pin-pricked neoprene

MSHA approved

Operating Temperature:

-40°C to +93°C

Application:

» Power operated drills,
boring, and mining

equipment

» Provide power to
alFoperated equipment

Markets:

* OIl and gas exploration

* Metal working
* Construction
* Mining

Refer to warnings and safety
‘ormation on pages M-1 — M-15.

1nl

Use of C

amaged hose or iImproper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:

e Faton "U" series
e Faton '/Z" series

e [TC
e Boss
e Grou

nd joint

e AiIr hammer

e Air ki

ng

* Faton quick disconnect

Contact coupling manufacturer for
attachment procedure and other

(-40°F to +200°F) coupling recommendations
# O Q 1O T -
Max Operating Burst
Part No. Hose |.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m Ibs/ft mtr ft
H600808 12 12,4 0.50 24,06 0.3/ 103,0 1500 420 6000 0,60 0.40 19,2 50
H600808-100 12 12,7 0.50 24,6 0.9/ 103,0 1500 420 6000 0,60 0.40 30,5 100
H600812-100 19 19,0 0.79 31.8 1.25 33,0 1200 33b 4800 1,00 0.6/ 30,5 100
H600816 2D 25,4 1.00 38.] 1.50 69,0 1000 280 4000 127 0.85 15,2 50
H600816-100 25 254 1.00 38,1 1.650 69,0 1000 280 4000 1,27 0.85 30.5 100
H600820 3 31,8 1.25 46,0 1.81 49,0 620 182 2600 1,87 1.25 10,2 50
H600824 38 38,1 1.50 54,0 2.12 42,0 600 168 2400 2,49 1.66 19,2 50
H600824-100 38 38,1 1.50 54,0 2.12 42,0 600 163 2400 2,49 1.66 30,5 100
H600832 o1 50,8 2.00 67,4 2.66 42,0 600 163 2400 3.J8 2.06 15,2 50
H600832-100* o1 50,8 2.00 67,4 2.60 42,0 600 163 2400 3,09 2.06 30,5 100
H600840 60 63.5 2.90 30,2 3.16 28,0 400 112 1600 3,660 2.44 15,2 50
H600840-100% 60 63.5 2.90 80,2 3.16 28,0 400 112 1600 3,60 2.44 30,5 100
H600848 30 /6,2 3.00 94,5 3.12 28,0 400 112 1600 4,15 2.17 15,2 518
H600848-100 80 76,2 3.00 94,5 3.02 28,0 400 112 1600 4,15 2.77 30,5 100
H600864 102 101,06 4.00 126,9 4.99 28,0 400 112 1600 0,43 4.29 15,2 50

* 150 ft. length available
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Air and Multipurpose

High Pressure

EHA500

Construction:

Tube: Oil-resistant nitrile blend

| FAL '] HIGH PRESSURE AIR

Reinforcement: High-tensile

steel wire

Cover: Pin-pricked, abrasion,
ozone, and weather resistant

synthetic rubber

Operating Temperature:

-40°C to +93°C
(-40°F to +200°F)

High Pressure Air

Application:
* High-pressure air service

lllllllllll

11111

| -
AR L

- -
________

Markets:
 Construction
* OIl field equipment

Drilling equipment
Mining
Rental iIndustry

¢ Steel

Paper

A Refer to warnings and safety
Information on pages M-1 — M-15.

Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:

* Boss

* Ground joint

* Air hammer

* Air king

» Eaton quick disconnect

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

i @) @, 1 5 6 pes
Part No. Hose |.D. Hose O.D. Ma)sr(:sp:l:?;ing PrBelsl:Jtre Weight Length
DN mm In mm In bar psi bar psi kg/m |bs/ft mtr ft
EHAB00-08YVW-100 12 12,1 0.50 23,0 0.97 41,0 600 165 2400 0,97 0.34 30,9 100
EHAB00-12YW-100 19 19,0 Q.75 28,5 1.16 41,0 600 165 2400 0,62 0.42 30,9 100
EHAB00-16YVW-100 25 20,4 1.00 36,0 1.42 41,0 600 165 2400 0,88 0.59 20,5 100
EHAB00-20YW-100 3 31,8 1.25 43,0 1.69 41,0 600 165 2400 1,12 0.75 30,9 100
EHAB00-24YW-100 33 38, 1.50 50,0 1.97 41,0 600 165 2400 189 1.04 305 100
EHAB00-32YW-100 o 50,8 2.00 66,0 2.60 41,0 600 165 2400 2,57 1.69 30,9 100
EHAS00-40YW-100 60 63,0 2.50 30,0 3.19 41,0 600 165 2400 3,30 2.26 30,9 100
EHAB00-48YW-100 80 76,2 3.00 8938 3.70 41,0 600 165 2400 4,49 3.02 30,5 100
EHAB00-64YW-100 102 1 101,06 4.00 | 122,0 4.80 41,0 600 165 2400 8,7 4.59 30,5 100
**50 ft. length also available and black cover available on a MTO basis
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Air and Multipurpose

Medium Pressure

H6002

Construction:
Tube: Nitrile

Reinforcement:

| '_' .__I .
;}:F# F'::f
E-T-N [T R ..., S

H0" - 1.00" 2-fiber braid

1.25" - 3.00" 2-fiber ply

Cover:

b0" - 1.00" pin-pricked
neoprene

1.25" - 3.00" pin-pricked
vinyl nitrile

Operating Temperature:

-40°C to +93°C
(-40°F to +200°F)

BULLDOG™ Air

.'j!n__i

a

p

Application:

* Power operated drills,
boring and mining
equipment

* Provide power to

alFoperated equipment

Markets:

* Metal working
» Construction

* Mining

e Forest industry

Refer to warnings and safety

Information on pages M-1 — M-15.

Use of damaged hose or improper use

may result in bodily in
damage. Please consu

ury or property
t Eaton catalog or

Technical Support for proper application.

Type of Couplings:
e Faton "U" series
e Faton “/" series

- TTC

* Boss

* Ground joint
* Air hammer
* Air king

* EFaton quick disconnect

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

s O @, 1©) e -—|
Max Operating Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m Ibs/ft mtr ft

H600208 12 12,7 0.50 23,0 0.91 28,0 400 { 110,0 1600 0,46 0.31 19,2 50
H600208-100* 12 12,7 0.50 23,0 0.91 28,0 400 { 110,0 1600 0,46 0.31 30,5 100
H600212 19 19,0 Q.75 30,2 119 28,0 400 { 110,0 1600 0,68 0.46 19,2 50
H600212-100 19 19,0 0.78 30,2 1.19 28,0 400 { 110,0 1600 0,68 0.46 30,6 100
H600216 2B 29,4 1.00 38,1 1.50 28,0 400 { 110,0 1600 1,00 0.6/ 15,2 50
H600216-100 29 29,4 1.00 38,1 1.50 28,0 400 { 110,0 1600 1,00 0.6/ 30,5 100
H600220 31 31,8 1.28 46,0 1.81 28,0 400 { 110,0 1600 1,28 0.86 15,2 a2l
H600220-100 31 31,8 1.25 46,0 1.81 28,0 400 { 110,0 1600 1,28 0.86 30,5 100
H600224 38 38,1 1.50 52,4 2.06 28,0 400 { 110,0 1600 1,47 0.99 15,2 50
H600224-100 38 38,1 1.50 52,4 2.06 28,0 400 { 110,0 1600 1,47 0.99 30,8 100
H600232 B 50,8 2.00 006,/ 2.63 20,7 300 83,0 1200 1,89 1.27 15,2 50
H600232-100 b1 50,8 2.00 606,/ 2.63 20,7 300 83,0 1200 1,89 1.27 30,5 100
H600248-150 30 /6,2 3.£0 90,9 3.96 13,8 200 59,0 300 2,80 1.92 45,7 150

* 150 ft. length avallable
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. . Refer to warnings and safety
A]T and MU]t]pUTpose Information on pages M-1 — M-15.
LOW Working PT@SSUT@ Use of damaged hose or improper use

may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H9949 SHOCK-SAFE™

EATON SHOCK-SAFE™ HOSE H99%4912

Construction: Application: Markets: Type of Couplings:

Tube: Nitrile (non-conductive) * Air and water transfer * OIl and gas exploration e Faton "U" series

Reinforcement: 2-fiber braid ?Ohne_gi:gjfﬂgqeug[ - * Steel and metal * baton "/Z" series
* Mining o [1C

Cover: Vinyl nitrile

(hon-conductive) » Faton quick disconnect

* [n-plant service

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

Air and Multipurpose — Low Working Pressure

# D O @ © -
@ D Max Operating irst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m lbs/ft mtr ft
H994904-500R o 0,4 0.25 15,1 0.59 19,0 21D 79,0 1100 0,22 015 | 152,4 500
H994906-500R 10 9.0 0.38 18,3 0.72 19,0 275 79,0 1100 0,28 019 | 152,4 500
H994908-500R 12 12,7 0.50 22,2 0.88 19,0 215 79,0 1100 0,40 0.27 ] 152,4 500
H994912-500R 19 19.0 0.75 29,4 116 19,0 2715 19,0 1100 0,61 0.41 152,4 500
H994916-300R 25 20,4 1.00 36.5 1.44 18.0 2715 75,0 1100 0,95 0.64 91,4 300
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Air and Multipurpose

Low Working Pressure

H1776 & H1777

PERFECTION™ 300

EATON PERFECTION™ 300 HOSE H177612

Construction:

Tube: Nitrile
(RMA Class A)

Reinforcement;
1777 1-fiber braid

1776 2-fiber braid

Cover: Vinyl nitrile

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

Application:

e For alr and water transfer

 Air tools

Markets:

 Construction

* Mining
* General Industry

* [n-plant air service
* Food processing

I

Use of c

Refer to warnings and safety
‘ormation on pages M-1 — M-15,

amaged hose or Improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
e Faton "U" series
e Faton /" series

« TTC
* Long

shank

» Eaton quick disconnect

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# D O O © -
K) D Max Operating ?urst

Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
H1777 DN mm in mm in bar psi bar psi kg/m | lbs/ft mtr ft
H177704-500R 6 0,4 0.25 12,7 0.50 22,4 3725 90,0 1300 0,16 0.11 152,4 500
H177705-500R 8 1.9 0.31 199 0.63 22,4 329 90,0 1300 0,25 0.17 | 152,4 500
H177706-500R 10 9.9 0.38 16,7 0.66 22,4 329 90,0 1300 0.25 0.17 | 152,4 500
H177708-500R 12 12 0.20 20,6 0.81 22,4 329 90,0 1300 0,36 0.24 | 1524 500
H1776
H177604-500R 6 0,4 .28 la,l .58 22,4 3725 90,0 1300 0,22 018 | 1H24 500
H177606-500R 10 9.9 0.38 18,3 0.72 22,4 328 90,0 1300 0,30 0.20 | 1524 500
H177608-500R 12 12,7 0.90 22,2 0.87 22,4 325 90,0 1300 0,46 0.31 152,4 500
H177610-500R 16 15.9 0.62 29,4 1.00 22,4 325 90,0 1300 0,94 036 | 152,44 500
H177612-500R 19 19,0 0.75 29,4 1.16 22,4 325 90,0 1300 0,65 0.44 | 152,44 500
H177616-300R Z5 29,4 1.00 36,8 1.44 22,4 325 90,0 1300 0,89 0.46 91,4 300
H177620-300R 3 31,8 1.26 44,5 1.28 22,4 325 90,0 1300 0,97 0.65 91,4 300
H177624-300R 38 38,1 1.50 50,8 2.00 22,4 325 90,0 1300 1,22 0.82 91,4 300
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Air and Multipurpose

Low Working Pressure

H201

EATON

EASY COUPLE™ HOSE H20108

EASY COUPLE™

—
—

J

I

o

A
.-i-
2 (i ——————
N '
o
l-

Construction:

Tube: Vinyl Nitrile
(RMA Class A)

Reinforcement;
1-braid fiber

Cover: (BK) Neoprene
(MSHA Approved)

(BU,GN, GY, RD,YW)
Vinyl nitrile

Operating Temperature:

-40°C to +100°C
(-40°F to +212°F)

Application:
 Air and water transfer
 Phneumatic tools

* Air tools

Markets:

* OIl and gas exploration
» Construction

* Mining

* Plastic molding

Use of @

N

Refer to warnings and safety
‘ormation on pages M-1 — M-15.

amaged hose or Improper use

may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
» Aeroquip® socketless

Push-on couplings
—aton "B" series
—aton quick disconnect

# [®) 9, O T —
Max Operating Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft
H20104XX 6 0,4 0.25 12,7 0.50 21,0 300 84,0 1200 0,13 0.09 19,2 50
H20104XX-250R** 6 0,4 0.25 12,7 0.50 21,0 300 84,0 1200 0,13 0.09 76,2 250
H20104XX-500R 6 0,4 0.258 12,7 0.50 21,0 300 84,0 1200 0,13 0.09 | 152,4 500
H20106XX 10 9,0 0.38 16,7 0.66 21,0 300 84,0 1200 0,19 0.3 19,72 50
H20106XX-250R** 10 9.5 0.38 16,7 0.66 21,0 300 84,0 1200 0,19 0.13 16,2 280
H20106XX-500R 10 9.9 0.38 16,7 0.66 21,0 300 84,0 1200 0,19 013 | 152,4 500
H20108XX 12 12,7 0.50 19,2 0.76 21,0 300 84,0 1200 0,22 0.15 15,2 50
H20108XX-250R** 12 12,4/ 0.50 19,2 0.76 21,0 300 84,0 1200 0,22 0.15 76,2 2900
H20108XX-500R 12 12,7 0.50 19,2 0.76 21,0 300 84,0 1200 0,22 015 | 152,4 500
H20110XX 16 15,8 0.62 23,0 U893 210 300 84,0 1200 0,34 0.23 19,2 50
H20110XX-250R 16 19,8 0.62 23,6 0.93 21,0 300 84,0 1200 0,34 023 16,2 2900
H20112XX 19 18,0 0.75 28,3 1.04 21,0 300 84,0 1200 0,39 0.26 15,2 80
H20112XX-250R 19 18,0 0.75 26,3 1.04 21,0 300 84,0 1200 0,39 0.26 76,2 290
H20116XX 29 25,4 1.00 34,9 1.38 14,0 200 59,0 800 0,57 0.38 15,2 50
H20116XX-250R 20 25,4 1.00 34,9 1.38 14,0 200 55,0 800 0,57 0.38 76,2 2900
* All sizes avallable in Black, Blue and Red **Green, Gray and Yellow availab
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. . Refer to warnings and safety
A]T and MU]t]purpose Information on pages M-1 — M-15.
LOW Working PT@SSUT@ Use of damaged hose or improper use

may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H275 POLYFORCE II™

EATON POLYFORCE II™ HOSE H27508

Construction: Application: Markets: Type of Couplings:
Tube: PVC » For transfer of air » Construction e Faton "E" series
Reinforcement: 2-spiral fiber ahd Nvarer * Mining * Eaton "P series

_ * Air tools e General industry e Eaton “Z" series
OVaE FiDRTieesa Pl * Lubricated air * [n-plant air service o [1C

* Food processing » Barbed inserts
* Quick acting or long shank

Operating Temperature: * EFaton quick disconnect

-23°C to +65°C

(-10°F to +150°F) Contact coupling manufacturer for

attachment procedure and other
coupling recommendations

C > [0 ] o [ © =
@ D Max Operating irst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m lbs/ft mtr ft
H2/7/504RD-600R* o 0,4 0.25 12,1 0.50 14,2 200 70,0 1000 0,10 0.07 | 182,99 600
H27506RD-600R* 10 9.5 0.38 8.8 0.62 17,2 2950 70,0 1000 0,18 012 | 1829 600
H2/7/508RD-500R* 12 12,7 0.50 19,1 0.75 17,2 250 70,0 1000 0,22 015 | 152,4 500
H27510RD-500R 16 159 0.62 27,6 0.89 14,2 250 70,0 1000 0,28 019 1524 500
H27512KRD-500R 18 18,0 0.75 26,7 1.08 17,2 250 70,0 1000 0,34 0.23 | 1624 500
H27516RD-200R 25 25,4 1.00 33,3 1.31 13,8 200 59,0 800 0,91 0.34 60, 200
H27520RD-100 31 31,8 1.25 42,9 1.69 13,8 200 59,0 800 0,77 0.52 30,5 100
H27524RD-100 38 38,1 1.90 49,2 1.94 13,8 200 09,0 800 0,91 0.61 20,5 100
H27532RD-100 o) 50,8 2.00 63,9 2.50 8,9 125 26,0 375 1,35 0.91 0,5 100
* Additional colors available ** Additional lengths available on select items
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Air and Multipurpose nformation on pnges NL1 - NL15

LOW WOT](ing PTE‘SSUT@ Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H1812 Industrial Air/Water

EATON INDUSTRIALA/WHOSE H181208

Construction: Application: Markets: Type of Couplings:
Tube: EPDM rubber e For transfer of air * Metal working « Faton "U" series
Reinforcement: 2-fiber braid Ang Watgr ) CC_’D_SUUCUO” * Eon Z SETes
* Pneumatic tools * Mining » Barbed Inserts
Cover: EPDM rubber _ . . . _ . .
» For spraying water-based * OIl and gas exploration » Faton quick disconnect
fertilizers and pesticides

* [n-plant service

» Agriculture
Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Air and Multipurpose — Low Working Pressure

(@) O @, © —
:I:I: @ D Max Operating {urst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft

H181204-500R o 0,4 0.25 1o, 0.53 19,0 218 13,0 1100 0,18 0.12 152,4 500
H181206-500R 10 95 0.38 18,3 0.72 19,0 249 /5,0 1100 0,27 0.18 152,4 500
H181208-500R 12 12,7 0.50 22,2 0.87 17,2 290 /0,0 1000 0,34 0.23 152,4 500
H181210-500R 16 19,8 0.62 254 1.00 172 290 70,0 1000 0,42 0.28 152,4 500
H181212-500R 19 19.0 0.75 2894 1.16 17,2 290 /0,0 1000 0,49 0.33 162.4 500
H181216-300R 78 29,4 1.00 36,5 1.44 17,2 261 /0,0 1000 0,68 0.46 91,4 300
H181220-300R 3] 31,8 1.25 44,5 1.9 17,2 290 /0,0 1000 0,89 0.60 91,4 300
H181224-300R 38 38,1 1.50 50,8 2.00 17,2 290 /0,0 1000 1,08 0.73 91,4 300
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. . Refer to warnings and safety
A]r and MU]t]purpose Information on pages M-1 — M-15.
General A]T and Water Use of damaged hose or improper use

may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H1981 & H1982 MARATHONER™ - Non-Conductive

EATON MARATHONER™ HOSE H198208

Construction: Application: Markets: Type of Couplings:
Tube: Nitrile blend * Medium duty oll-resistant » Construction » EFaton "U" series
Reinforcement: 2- or 4-fiber * AIr and water transter * Mining * katon 2" series
spiral * Paper industry * 1'IC
e Pl * OIl and gas gxplorahon * Boss N
e Bland * [n-plant service * Ground |oint

* Air hammer

* Air king

: » Eaton quick disconnect
Operating Temperature:

-40°C to +82°C
(-40°F to +180°F) Contact coupling manufacturer for

attachment procedure and other
coupling recommendations

# o N
Max Operating Burst

Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
H1981 DN mm in mm in bar psi bar psi kg/m | lbs/ft mtr ft
H198104RD-600R 6 0,4 0.25 12,7 0.50 13,8 200 55,0 800 0,15 0.10 | 182,9 600
H198106RD-600R 10 9,5 0.38 14,3 0.68 13,8 200 HH 800 0,22 015 | 182,9 600
H198108RD-600R 7 12,7 0.90 20,6 0.81 13,8 200 HH,4 800 0,28 019 | 182,9 600
H198112RD-600R* 19 19.0 0./5 30,2 1.18 16,0 225 62,0 900 0,99 0.37]| 1829 600
H1982
H198204RD-600R 6 0,4 0.25 15,9 0.62 20,7 300 83,0 1200 0,19 013 | 182,9 600
H198206RD-600R** 10 9,9 0.38 18,3 0.72 20,7 300 83,0 1200 0,27 018 | 182,9 600
H198208RD-600R™** 12 12,7 0.90 25,4 1.00 210,/ 300 83,0 1200 0,34 0.23 | 182,9 600
H198210RD-600R™* 16 19,9 0.62 20,2 1.03 20,7 300 83,4 1200 0,37 0.20 | 182,9 600
H198212RD-600R** 19 19,0 0./5 30,7 1.19 20,7 300 83,0 1200 0.5 0.37 | 182,9 600
H198216RD-400R™** 29 20,4 1.00 36,5 1.44 20,7 300 83,0 1200 0,96 0.64 1219 400

*Additional packaging available ** Additional colors available
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Refer to warnings and safety
Information on pages M-1 — M-15.

Air and Multipurpose

General Air and Water

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO105 BOSFLEX™ A/W

EATON BOSFLEX™ HOSE HO010508

Construction: Application: Markets: Type of Couplings:
Tube: EPDM * Air and water transfer » Construction e Faton “U" series
Reinforcement: 4-fiber spiral, * Spraying ano _c:orjveying * Mining * SEINSL INSHAs

220 & -24 2-fiber braid water based liquid » Rental industry * Quick disconnect

tfertilizers and pesticides » Eaton quick disconnect

* OIl and gas exploration
 [n-plant air service

» Agriculture

* Assembly/manufacturers
» Paper/pulp

* Ship building

Cover: EPDM

Contact coupling manufacturer for
attachment procedure and other

Operating Temperature: coupling recommendations

-40°C to +82°C
(-40°F to +180°F)

Air and Multipurpose — General Air and Water

# O @) © pes
@ D Max Operating %;urst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft
HO10504RD o 0,4 0.25 15,6 0.62 20,7 300 83,0 1200 0,16 0.14 19,2 50
HO10504RD-600R o 0,4 0.25 15,6 0.62 20,7 300 83,0 1200 0,16 0.14 | 182,9 600
HO10506RD 10 9.5 0.38 18,0 0.71 20,7 300 83,0 1200 0,27 0.18 19,2 50
HO10506RD-600R 10 9.5 0.38 18,0 0.71 20,7 300 83,0 1200 0,27 0,18 | 182,9 600
HO10508RD 12 12,7 0.50 22 0.87 20,7 300 83.0 1200 0,34 0.23 16,2 50
HO10508RD-600R 12 12,7 0.50 22,1 0.87 20,7 300 83,0 1200 0,34 0.23 | 1829 600
HO10510RD-600R 16 19,9 0.62 28,3 1.00 20,7 300 83,0 1200 0,45 J.50 | 1829 600
HO10512RD™* 19 19,0 0.75 29,1 1.18 185 228 62,0 900 0,89 0.37 18,2 50
HO010512RD-600R* 19 19,0 0.75 29,1 1186 18,9 225 62,0 900 0,55 0.37 | 1829 600
HO10516RD* 70 25,4 1.00 34,7 1.37 13:8 200 59,0 800 0,89 0.60 15,7 50
HO010516RD-600R* 25 25,4 1.00 34,7 184 13,8 200 59,0 800 0,89 0.60 | 1829 600
H010520BK-300R 3 31,8 1.25 44,5 1.25 13,8 200 55.0 800 0,97 0.65 91,4 300
H010524BK-300R 38 38,1 1.50 50,8 2.00 13,8 200 59,0 800 1,22 0.82 91,4 300
*Product also avallable in BK-Black
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- . Refer to warnings and safety
A]r and MUIt]purpose Information on pages M-1 — M-15.
Genera} A]T and Water Use of damaged hose or improper use

may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

HO106 BOSFLEX™ A/W

EATON BOSFLEX™ HOSE H010608 [\

Construction: Application: Markets: Type of Couplings:

Tube: EPDM e Air and water transfer e Construction e Faton "U" series

Reinforcement: 2-spiral fiber ~ * SPraying and conveying * Mining * Barbed Inserts
waterbased liquid fertilizers * Rental industry « Quick disconnect

Cover: EPDM

and pesticides » Oil and gas exploration

* [n-plant air service
» Agriculture

e Faton quick disconnect

O oo T — « Assembly/manufacturers Contact coupling manufacturer for
perating lemperature. » Paper/pulp attachment procedure and other
-40°C to +82°C + Ship building coupling recommendations

(-40°F to +180°F)

# > | O | o | © | 2 | =
@ D Max Operating {urst l
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m lbs/ft mtr ft

HO010604BK-600R 6 0,4 0.25 12,4 0.49 13,8 200 b 800 0,15 010 | 1829 600
HO10604RD 6 0,4 0.29 12,4 0.49 13,8 200 HH, 0 300 0,15 0.10 19,2 50
HO010604RD-600R 6 6,4 0.25 12,4 0.49 13,8 200 H,05 3800 0,15 0.10 | 182,9 600
H010606BK-600R 10 9.5 0.38 172 0.68 13,8 200 59,0 800 0.22 0.16| 1828 600
HO10606RD 10 9.5 0.38 17,2 0.68 13,8 200 Bb.0 800 0,22 0.15 18,2 50
HO010606RD-600R 10 9.5 0.38 17,2 0.68 13,8 200 59,0 800 0,22 018 | 1828 600
HO10608BK-600R 12 12,7 0.50 20,6 0.81 13,8 200 Sei 800 0,28 019 | 1829 600
HO10608RD 12 12,7 0.50 20,6 0.81 13,8 200 bal 800 0,28 0.19 15,2 50
HO10608RD-600R 12 12,7 0.50 20,0 0.81 13,8 200 59,0 3800 0,28 019 | 1829 600
HO010610BK-600R 16 15,9 0.62 23,6 0.93 13,8 200 bo,U 800 0,42 0.28 | 182,9 600
H010612RD-600R 19 19.0 0./5 29, 1:18 20.7 300 83.0 1200 0,60 040 | 1829 600
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