Refer to warnings and safety
FOOd and Beverage Information on pages M-1 — M-15.
FOOd SUCtiO'ﬂ & Discharge Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO350

LION™ Food Transfer

Construction: Application: Markets: Type of Couplings:
Tube: Vinyl nitrile * For suction and discharge * Food processing « Cam and groove
FDA approved material of non-dairy food products e Tank truck « Combination nipple
Reinforcement: 2-ply fiber  Rall car

with helical wire

Cover: Vinyl nitrile Contact coupling manufacturer for

attachment procedure and other
coupling recommendations
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Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

i {®) QO | M | X —
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN mm In mm In bar psi bar psi mm In kPa |in/Hg | kg/m | Ibs/ft | mtr ft
H035032-100 51| 50,8| 2.00| 66,7 2.63| 1/,2| 250| /70,01 1000|1270 5.00| 94,8| 28,0| 2,38| 1.60| 30,5 100
H035032-150 51| 90,8| 2.00| 66,7 2.63| 1/,2| 250| /70,01 1000|12/0( 2.00| 94,8| 28,0| 2,38| 1.60| 45,7 150
H035048-100 80| /6,2| 3.00| 92,1 3.63| 172 250( 70,0 1000|317,5112.50| 94,8 28,0 3,17 2.13| 30,5 100
H035064-150 102 1101,6| 4.00|118,3]| 466| 1/42| 250| 70,0 1000|3179 ]12.50]| 94.8| 28,0| 524 | 3.52| 45, 7| 150
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Refer to warnings and safety

FOOd and Beverage Information on pages M-1 — M-15.

FOOd SUCtion & Discha]‘ge Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

HO03384 Grey Food Transfer

Construction: Application: Markets: Type of Couplings:
Tube: Vinyl nitrile * For suction and discharge  Food processing » Cam and groove
FDA approved material of bu!k abrasive material for e Tank truck « Combination nipple
Reinforcement: 2-ply fiber Tl ncstry * Plastic industry

with helical wire

Cover: Vinyl nitrile Contact coupling manufacturer for

attachment procedure and other
coupling recommendations
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Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

# 0 O || m| X

Max Oper Burst Minimum
Part No. Hose 1.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN mm in mm in bar psi bar psi mm in kPa |[in/Hg | kg/m | Ibs/ft | mtr ft
H038432-100 ol 90,8| 2.00| 66,7 2.63| 10,5 150| 41,0 ©00|127,0| 5.00| 94,8 28| 215| 1.45| 30,5 100
H038448-100 8O| /6,2| 3.00| 921 3.63| 10,6 1950| 41.0| 600]|228,6' 9.00| 94,8 28| 3,27 2.20| 30,5 100
H038464-100 102 1101,6 4.00117,2| 461| 10,5 150| 41,01 ©600(2/9,4|11.00| 94,8 28 469 315 30,5| 100
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Refer to warnings and safety
FOOd and Beverage Information on pages M-1 — M-15.
FOOd SUCtiO'ﬂ 5 Discharge Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHFO002 Liquid Food Suction & Discharge

Construction: Application: Markets: Type of Couplings:
Tube: Vegetable oil-resistant  For suction and discharge * Food processing « Cam and groove
NBR, FDA approved material of milk, vegetable oll and e Tank truck « Combination nipple
Reinforcement: High-tensile DevBTages * Dairy processing

synthetic textile with a single * Milk processing

steel helical wire

C : Ol abras Contact coupling manufacturer for
SERL o SRTSRIOLL Retlle, attachment procedure and other

and we_ather resistant coupling recommendations
synthetic rubber
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Operating Temperature:

-40°C to +80°C
(-40°F to +176°F)

# 0 O] | M| X —
- Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure | Bend Radius Vacuum Weight Length
DN mm In mm In bar psi bar psi mm In kPa |in/Hg| kg/m | lbs/ft | mtr ft

EHF002-12GY-100 19 18.0| Q8| |10 LZZ| 105| 150 31 450 /0| 2.76| 94,8 28 0,71] 0.48| 30,5| 100
EHF002-16GY-100 Zo| 25,4 100 38,0 1.50| 108]| 150 31 450 85| 3.39| 94,8 28| 0,96| 0.60| 30,9]| 100
EHF002-20GY-100 31 31,8 1.25| 450] 1.69| 10,5 150 31 450 100 3.94| 94,8 28| 1,23 0.83| 30,5 100
EHF002-24GY-100 38| 38,1| 160 620| 206 108| 150 31 450 120 4.72| 94,8 28 1,65 1.11| 30,5| 100
EHF002-28GY-100 45| 44,6 1.7b| B85| 230 10.5| ThO 31 450 140 5.51| 94,8 28| 1,83| 1.23| 30,5| 100
EHF002-32GY-100 51| 90,8| 2.00| 66,0 2.60| 10,5| 150 31 450 160(| 6.30| 94,8 28| 2,29 | 1.54| 30,5| 100
EHF002-40GY-100 60| 63,01 250| 7889 3.09| 105 180 31 450 280(11.02| 94,8 28| 2,80 1.88| 30,5 100
EHF002-48GY-100 80| /6,2 3.00| 93,0| 3.66| 10,5 150 31 450 360(14.1/7| 94,8 28| 3,74 2.51| 30,5| 100
EHF002-64GY-100 1021101,6| 4.00|118,5| 4.67| 10,5 150 31 450 450(1/7.72| 94,8 28| 4,73 3.18| 30,5| 100
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Refer to warnings and safety
iInformation on pages M-1 — M-15.

Food and Beverage
Beverage Discharge

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

CLEARFORCE™—-R

ATON® | CLE:

4 ..'!-! 0 LI R A T, T R

7

!

Construction: Application: Markets: Type of Couplings:
Tube: Clear PVC » For food and beverage * Food processing « "E" Series
NSF-51 certified dispensing  Agriculture « 265 "P" Series

FDA approved material * For spraying and conveying

tertilizer and pesticides

* [n-plant service » Barbed Inserts
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Reinforcement: 2-spiral fiber
Cover: Clear PVC

Contact coupling manufacturer for
attachment procedure and other

Operating Temperature: _ _
coupling recommendations

-26°C to +66°C
(-15°F to +150°F)

¥ O @ © p—
@ D Max Operating irst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft

H28503-300R o 4,8 0.19 D 0.37 17,2 250 70,0 1000 0,07 0.05 91,4 300
H28504-300R o 0,4 0.25 11,3 0.44 17,2 290 /0,0 1000 0,09 0.06 91,4 300
H28505-300R 3 1.9 0.3 12,8 0.53 17,2 290 /0,0 1000 0,11 0.08 91,4 300
H28506-300R 10 9,0 0.38 15,1 0.09 19,9 225 62,0 900 0,14 0.09 914 300
H28508-300R 12 12,7 0.50 18,1 0.76 13,8 200 65,0 800 0,19 .13 91,4 300
H28510-300R 16 15,9 0.62 27,2 0.87 13,3 200 59,0 800 0,23 0.15 91,4 300
H28512-300R 19 19,0 0.75 26,2 1.03 10,5 150 41,0 600 0,29 0.20 91,4 300
H28516-200R 20 29,4 1.00 33,3 1.37 8,0 125 39,0 500 0,42 0.28 61,0 200
H28520-100 3 31,8 1.25 42,9 1.69 /7,0 100 23,0 400 0,76 0.51 30,5 100
H28524-100 38 38,1 1.50 49,7 1.94 7,0 100 23,0 400 0,88 0.60 30,5 100
H28532-100 o1 50,8 2.00 03,8 250 5,0 15 20,7 300 127 0.85 30,5 100
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Refer to warnings and safety
FOOd and Beverage Information on pages M-1 — M-15.
Beverage Discharge Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

PT200 CLEARFORCE"™

EATON® CLEARFORCE"™
Construction: Application: Markets: Type of Couplings:
Tube: Clear PVC » For food and beverage * Food processing * Polyline
NSF-51 certified dispensing  Agriculture  SelfAlign with 2030x insert

FDA approved material
Cover: Clear PVC

* For spraying and conveying
fertilizer and pesticides

* Any low pressure laboratory,
Industrial, agricultural or
domestic application

* [n-plant service « Compression with 2030x

Insert
* Molded Compression
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Operating Temperature:

-5°F to +105°F
(-20°C to +41°C)

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# | 0 O | © | m -~
Max Operating Burst Minimum
Part No. Tube |.D.* Tube O.D. Tube Wall Pressure Pressure Bend Radius Weight Length
mm in mm in mm In bar psi bar psi mm In kg/m | lbs/ft | mtr ft
PT20004NA-100 3,2 | 126 6.4 |0.25 .67 |.062 4.5 oo | 13,4 | 195 29,4 1.0 0,03 02| 30,5 100
PT20044NA-100 4,31 170 6,4 10.25 1.01 |.040 3.9 Ho, | 11,41 185 294 1.0 0,03 02| 30,5 100
PT20005NA-100 4,8 | .188 28 10312 | 1.57 |.0627 3.9 bH | 11,4 165 3L, 128 004 | .026| 30,58 100
PT20006NA-100 64.| 2591 9.6 10.37/M0| 157 |.062 3.9 oh | 11.4.1 165 38,1 1.6 | 0,06 | .033| 30,6 100
PT20008NA-100 96| .3/6| 12,7 ]10.5b 1.57 |.062 3,0 45 9.3 135 50,8 2.0 0,0/ .046| 30,5 100
PT20010NA-100 12,7 ] .50 19,9 |0.626 | 1.97 |.062 2,0 30 0,2 90 63,9 2.0 0,09 .059| 30,5 100
PT20012NA-100 143 | 062 | 19,0 |0.75 2.39 | .094 2,8 40 8,3 120 /6,2 30| 018 JA03 | 30,6 100
PT20016NA-100 190 .750 | 25,4 (1.00 3.18 |.125 2,0 39 /7,21 105 | 101,6 40| 926 | 183 | 305 100

* Used only as a reference dimension.
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Refer to warnings and safety
iInformation on pages M-1 — M-15.

Food and Beverage
Dry Bulk Discharge

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO413

Dry Bulk Discharge

Construction: Application: Markets: Type of Couplings:
Tube: Natural rubber  For discharge of bulk * Food processing  Cam and groove
Reinforcement: High-tensile ?éjorzsilzcejur:tartenal ar * lank _UU_Ck

synthetic textile and Y  Plastic industry
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anti-static copper wire

Cover: Natural/SBR blend
rubber

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Operating Temperature:

-29°C to +71°C
(-20°F to +160°F)

Max Operating Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft
H041364-100 102 101,6 4.00 121,9 4 .80 3,0 50 13,8 200 3,30 2.20 30,5 100
H041364-150 102 101,06 4.00 121,9 4.80 3,0 50 13,8 200 3,99 2.25 45,7 120
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Refer to warnings and safety
FOOd and Beverage Information on pages M-1 — M-15.
C]ea-m'-ng SG‘TViC@ Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

H1066 Creamery/Packing Washdown

EATON CREAMERY/PACKING WASHDOWN H106612

Q buiuea|) — abeianag pue poo4

b Construction: Application: Markets: Type of Couplings:
g. Tube: Nitrile * For washdown of food * Food processing » Barbed Inserts
n ] . . ; R . . . . . . .
b Reinforcement: 2-braid fiber zrﬁeﬁfgﬁ facilities ana Meat packing and rendering U" series
L . L MMM » Chicken processing
Cover: Pin-pricked vinyl nitrile -
* Dairies
Not for conveying milk. s Carmarae . : f ;
- : | ontact coupling manufacturer for
PN S — * Syrup manufacturing attachment procedure and other
-40°C to +82°C coupling recommendations

(-40°F to +180°F)

# O @, 1©

Max Operating Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m lbs/ft mtr ft
H106612-500R 19 19,0 0.75 31,8 1.25 13,8 200 55,0 800 0,65 0.44 192,4 500
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Refer to warnings and safety

FOOd and BeVeTage A Information on pages M-1 — M-15.

Geaning SeTVice Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H9673 WASHDOWN™ 1250

EATON WASHDOWN™ 1250 HS67308
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Construction: Application: Markets: Type of Couplings:
Tube: Nitrile * For washdown of food * Food processing e "U" series
Reinforcement: 1- and processing facilities and * [ndustry cleaning  Combination nipple

equipment « Construction

* Poultry

Z2-braid Tiber

Cover: Vinyl nitrile

Contact coupling manufacturer for
attachment procedure and other

Operating Temperature: coupling recommendations

-40°C to +82°C
(-40°F to +180°F)

Max Operating Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m Ibs/ft mtr ft
H967306-350R 10 9.5 0.38 17,8 0.70 80,0 1250 345 5000 0,25 0.17 106, 7 390
H967308-100 12 12,7 0.90 21,7 0.86 80,0 1250 345 5000 0,31 0.2 30,5 100
H967/308-350R 12 12,7 0.50 21,7 0.86 86,0 1250 345 5000 0,31 0.2 106, 7 390
H967312-350R 1< 19,1 0./5 29,7 114 86,0 1260 345 5000 0.49 0.33 106, 7 390
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Refer to warnings and safety
FOOd and Beverage Information on pages M-1 — M-15.
C]ea-m'-ng SE‘TViC@ Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

H9610 WASHDOWN™ 1000

(TON WASHDOWN™ 1000 H961008

g buluea|) — abesanag pue poo4

2 Construction: Application: Markets: Type of Couplings:
— Tube: Nitrile e For washdown of food * Food processing « "U" series

n . . . g, m . .

D Reinforcement: 1-braid fiber processing faciiities and ndustry cleaning

equipment e Construction

Cover: Vinyl nitrile
* Poultry

Contact coupling manufacturer for
attachment procedure and other

Operating Temperature: coupling recommendations

-40°C to +82°C
(-40°F to +180°F)

Max Operating Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft
H961006GY-350R 10 9.9 0.38 17,7 0.70 /0,0 1000 279 4000 0,35 0.24 | 106,/ 350
H961008GY-350R 12 12,7 0.90 20,6 0.81 /0,0 1000 210 4000 0,45 0.30 | 106,/ L1518
H961008Y\VW-350RK 12 12,7 0.590 21,06 0.85 /0,0 1000 215 4000 0,48 032 106, 7 350
H961012GY-350R 18 19,0 0./ 29.4 1.16 /0,0 1000 275 4000 0.77 0.52 106,7 350
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