Refer to warnings and safety
Information on pages M-1 — M-15.

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Suction & Discharge

H1193 ROYALFLEX " Petroleum
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ROYALFLEX™ 1193 PETROLEUM HOSE | )

Construction: Application: Markets: Type of Couplings:
Tube: Nitrile blend » For transfer of petroleum * Petroleum industry * Male NPT
products * OIl exploration  Cam locks

Reinforcement: 100%
polyester and helical wire

* [ank trucks

* \Waste hauling
» Batch plants
* Refineries

Cover: Nitrile blend Contact coupling manufacturer for

attachment procedure and other
coupling recommendations

Operating Temperature:

-29°C to +82°C
(-20°F to +180°F)

# O O |0 | | > | B |
- Max Oper Burst Minimum
Part No. Hose |I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN mm In mm In bar psi bar psi mm In kPa | in/Hg | kg/m | lbs/ft | mtr ft

H119324 38| 38,1 1.50| 50,8 2.00 211 300 62| 900 152,4| 6.00| 100 301 1,19 0.80| 15,2 50
H119324-100 38| 38,1 1.50| 50,8 2.00 211 300 62| 900| 152,4| 6.00| 100 301 1,19 0.80| 30,5| 100
H119324-120 38| 38,1 1.50| 50,8 2.00 211 300 62| 900 152,4| 6.00| 100 301 119 0.80| 36,6| 120
1118332 b1 | 50,8| 2.00| 63,6 2.60 211 300 62| 9001 203,2| 8.00| 100 30| 1,64 110 15,2 50
H119332-100 ol | 90,8 2.00| 63,5 2.50 211 300 62 | 9001 203,2 | 8.00| 100 30| 1,64 1.10] 30,5| 100
H119332-120 o1 | 90,8 2.00| 63,5 2.50 211 300 62| 9001 203,2| 8.00| 100 30| 1,64 110] 36,6 | 120
H119340-100 60| 63,0 250 76,2 | 3.00 211 300 62| 900 | 254,0(10.00| 100 30| 1,99 1.34| 30,5| 100
H119340-120 60| 63,0 250 76,2 | 3.00 211 300 62| 9001 254,0(10.00| 100 30| 1,99 1.34| 36,6 | 120
H119348 80| /6,2 | 3.00| 88,9 3.50 17| 250 52 | 7/50|304,8(12.00| 100 30| 2,98 2.00| 15,2 50
H119348-100 80| /6,2 3.00| 88,9 3.50 171 250 52 | /50|304,8(12.00| 100 30| 298| 200 30,5 ( 100
H119348-120 80| 76,2 | 3.00| 88,39 3.50 171 250 52 | /50]304,8(12.00| 100 30| 298| 200 36,6 120
H119364 102 1101,6 4.00|114,3| 4.50 141 200 411 ©600|406,416.00| 100 30| 4,05 2.72| 15,2 50
H119364-100 102 1101,6 | 4.00|114,3 | 4.50 141 200 411 o600 |406,416.00| 100 30| 4,05 2.72| 30,5| 100
H119364-120 102 1 101,66 4.00|114,3| 4.50 141 200 411 ©00|406,416.00| 100 30| 4,05 2.72| 36,6 | 120
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Refer to warnings and safety
PetrO]eum Information on pages M-1 — M-15.
SUCtiO'ﬂ 2 Discharge Use of cam_aged hDs_e or IMproper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP522 Heavy Duty Petroleum/QOil Suction & Discharge
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Construction: Application: Markets: Type of Couplings:

Tube: NBR blend * For high-pressure petroleum * f[ank truck  Cam and groove
Reinforcement: High-tensile suction and discharge ° 3§per/pu P i.ﬂdUSUY * Combination nipple
synthetic textile with * Oll exploration

helical wire and anti-static For use with petroleum » Ship building Contact coupling manufacturer for
SRR WIS proc;luc’is th g(r;/matlc * Batch plants attachment procedure and other
Cover: NBR blend SOLIISIIE HP IS 2 coupling recommendations

(RMA Class A)

Operating Temperature:

-35°C to +70°C
(-31°F to +158°F)

H# O @ | 7) €

Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN mm in mm In bar psi bar psi mm In kPa |in/Hg| kg/m | lbs/ft | mtr ft
EHP522-32-100 ol | 90,8 2.00| 66,8 2.63| 20,7 300 62| 900| 200| /.87 89 2o | 2,258 | 151 30,8 100
EHP522-48-100 80| 2| 300 820 362 20/ 300 62| 900| 3001 11.81 89 20| 3,248 | 219 | 30,5 100
EHP522-64-100 102 110161 4.00|1200| 4./2]| 20,/ 300 62| 900 | 440 1/.32 89 25| 4,88 | 3.28| 30,5 190
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A Refer to warnings and safety
Information on pages M-1 — M-15.

Petroleum
Suction & Discharge

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO327

JAGUAR'" Heavy Duty Petroleum Suction & Discharge
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Construction: Application: Markets: Type of Couplings:

Tube: Vinyl nitrile * For suction and discharge of * Petroleum industry » Cam and groove
Reinforcement: 2-ply fiber petroleum products » Paper/pulp industry » Combination nipple

with helical wire * OIl and gas exploration

Cover: Vinyl nitrile * Ship building Contact coupling manufacturer for

* [ank trucks
* \Waste hauling

attachment procedure and other

_ coupling recommendations
Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

i O Q| | M| X -
Max Oper Burst Minimum

Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length

DN mm 1 mm In bar psi bar psi mm in kPa | in/Hg | kg/m | Ibs/ft | mtr ft
H032732-100 51| 90,8| 2.00| 65,1 2.6 1/,2| 250 /0 1000| 127,0] 5.00| 94,8 28 1,24 0.83| 30,0| 100
H032740-100 60| 63,5 2.90| 20| 3.03| 1%72| 2540 /0 1000(190,5| /7.50| 94,8 28| 1,89 1.072| 3058| 1404
H032748-100 80| J6,2Z2| 3.00| 80.8| 3.956| 17.2| 2750 /0 1000(203,2| 8.00| 94,8 28| 1,98 133| 80.8| 100
H032764-100 102 101,61 4.00| 115,9| 4.56| 17,2 250 /0 1000| 317,51 12.50| 94,8 28 2,90 1.95| 30,0| 100
H032796-100 150(152,4| 6.00(184,2| 7.24| 17,2 250 /0( 1000| 762,0130.00| 80,0 24 /16| 481| 30,0 100

EATON Industrial Hose Master Catalog - NA E-HOOV-MCO003-E3 2017




A Refer to warnings and safety
PetrO]eum A iInformation on pages M-1 — M-15.

SUCtiO'ﬂ 2 Discharge Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or

Technical Support for proper application.

EHP521 PUMA™ Cold Temperature Suction & Discharge
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Construction: Application: Markets: Type of Couplings:

Tube: NBR  For suction & discharge of * Petroleum industry « Cam and groove

Reinforcement: High-tensile petroleum products * Paper/pulp industry « Combination nipple

synthetic textile with dual * OIl and gas exploration

helical wires and anti-static e Shi idi .

copper wire ahip hlaing Contact coupling manufacturer for
* lank trucks attachment procedure and other

Cover: Flat corrugated coupling recommendations

NBR blend

Operating Temperature:

-55°C to +80°C
(-67°F to +176°F)

4 0 ol © ] m | x

Max Oper Burst Minimum
Part No. Hose 1.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length

DN mm In mm in bar psi bar psi mm In kPa | in/Hg | kg/m | |bs/ft | mtr ft
EHP521-48-100 80| /6,2 3.00( 92,8| 3.65| 10,5 150 41,0 600 250| 9.84| 94,8 28| 2,85 1.92| 30,5 100

EHP521-64-100 10211016 4.00|118,4| 466| 10,5 150| 41,0 600| 350(13.7/78| 94,8 28| 4,041 2.71| 30,5| 100
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Refer to warnings and safety
Information on pages M-1 — M-15.

Petroleum
Suction & Discharge

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP519

PUMA™ Flat Corrugated Suction & Discharge
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Construction: Application: Markets: Type of Couplings:
Tube: NBR blend  For suction and discharge » Petroleum Industry  Cam and groove
Reinforcement: High-tensile of petroleum » Paper/pulp industry « Combination nipple
synthetic textile dual steel * OIl and gas exploration

helical wires and dual » Ship building

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

antl-static copper wire e Tank trucks

* \Waste hauling
* \Well service

Cover: Flat corrugated
NBR blend

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

# O Q| O | M | XX -
N Max Oper Burst Minimum
Part No. Hose |I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN mm In mm In bar psi bar psi mm In kPa | in/Hg | kg/m | lbs/ft | mtr ft
EHP519-12-100 191 19,1 0./9| 28,4 1.12| 10,0 150 41| 600 Bo| 27| 94.8 28| 0,471 0.31] 30,5 100
EHP519-16-100 20| 25,41 1.00f 35,2 1.39] 10,5 150 41| 600 /9] 2395 94,8 28| 0,62 0.41] 30,5 100
EHP519-20-100 31| 31,8 1.25| 43,2 1.70| 10,0 150 41| 600 90| 3.54| 94,8 28| 0,94 0.63| 30,5 100
EHP519-24-100 38| 38,1 1.b0| 492 1.84| 10,61 150| 41| 600 115| 4.b3| 94,8 28| 1.10( 0.74] 30,5| 100
EHP519-32-100 51| 50,8| 2.00( 62,8 2.47| 10,5 150 41| ©00| 145 5.71| 94,8 28| 1.61| 1.02| 30,6 100
EFHP519-40-100 0| 63,0 2.50| /78,3| 3.08| 10,5 150 41| ©600| 195 /68| 94,8 28| 2.35| 1.58| 30,9 100
EFHP519-48-100 80| /6,2 3.00| 91,4| 3.60| 10,0] 150 41| 600 240| 9.45| 94,8 28| 2.8/ 1.93| 30,59 100
EHP519-64-100 1021 101,61 4.00( 116,8| 4.60( 10,5 150| 41| ©600| 340 13.39| 94,8 28| 4.05| 2.72| 30,5 100
EHP519-96-100 1501 152,41 6.00( 1/7/4,0] 6.85( 10,5 150 41| ©600| 650 25.59| 94,8 28| 9.04| 6.41| 30,51 100
EHP519-128-100 2001 203,2( 8.00|226,6| 8.92| 10,5 150 41| o600 900| 35.43| 80,0 241 13.00| 8.74( 30,5 100
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Refer to warnings and safety
Information on pages M-1 — M-15.

Petroleum
Suction & Discharge

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO363

PUMA"™ Suction & Discharge
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Construction: Application: Markets: Type of Couplings:
Tube: Vinyl nitrile blend  For suction and discharge * [ank truck  Cam and groove
Reinforcement: 2- or 4-ply of petroleum products » Paper/pulp industry » Combination nipple

* OIl and gas exploration
* Ship building
» Batch plants

fiber with dual helical wires
and antil-static copper wire

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Cover: Vinyl nitrile blend

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

# O O | | A | X -
N Max Oper Burst Minimum

Part No. Hose 1.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length*

DN mm In mm In bar psi bar psi mm in kPa |in/Hg| kg/m | lbs/ft | mtr ft
036312BK- 100 191 191 0.7o| 28,8 1.13| 106| 190 421 600 110| 4.33| 94,8 28| 0,991 0.40| 30,5 100
HO36316BK- 100 20| 25,4 1.00f 38,0f 1.50| 10,5 150 42| 600 192| 5.88| 94,8 281 0,911 0.61| 30,5 100
HO036320BK- 100 31| 31,8 1.25| 45,0 1.77| 10,5 150 421 600 190| 7,48| 94,8 281 1,091 0.7/3| 30,5 100
H036324BK- 100 38| 281]| 1580| 52,86| 207 10,8 150 421 o600 200| 787| 94,8 28 1,441 0.9/ 30,5 100
HO036332BK- 100 51| 08| 2.00] 6b0| 2.66| T0,6| 150 42| 600 255| 10.04| 94,8 28| 201 1.3b| 30,8 TOO
HO036340BK- 100 60| 63,5 2.50| /77,0 3.03| 10,5 150 421 600 315| 12.40| 94,8 28| 2,301 1.55| 30,5 100
HO036348BK- 100 80| /6,2 3.00] 90,0 3.56| 10,5 150 42| 600 380| 14.96| 94,8 28| 2,931 1.9/ 30,5 100
HO036364BK- 100 1021 101,61 4.00( 116,3| 4.58| 10,5 150 421 600 510| 20.08| 94,8 28| 3,78 2.94| 30,5 100
HO036396BK- 100 150 152,4| 6.00( 174,01 6.85| 10,5 150 421 600 /80| 30.7/71| 94,8 28| 8,45 5.68| 30,5 100
HO36396BK- 100 150 152,4| 6.00( 174,01 6.85| 10,5 150 42| 600 /80| 30.71| 94,8 28| 8,45 2.68| 30,5 100
HO3638ABK- 100 | 200| 203,2| 8.00| 226,8( 8.93| 10,5 150 421 ©600( 1100| 43.31| 80,0 241 13,191 8.86| 30,5 100
HO3638ABK- 100 | 200| 203,2| 8.00| 226,8( 8.93| 10,5 150 421 ©600( 1100| 43.31| 80,0 241 13,191 8.86| 30,5 100

* B0 ft. lengths available on select items
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Refer to warnings and safety
Information on pages M-1 — M-15.

Petroleum
Suction & Discharge

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO0436 Light Duty Petroleum Suction & Discharge
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EATON LIGHT DUTY PETROLEUM HOSE H043632

Construction: Application: Markets: Type of Couplings:

Tube: Vinyl nitrile * For suction and discharge * Petroleum industry » Cam and groove
Reinforcement: 2-ply fiber of petroleum products . 3§per/pulp industry. » Combination nipple

with dual helical wire » OIl and gas exploration

Cover: Vinyl nitrile * Ship building Contact coupling manufacturer for

* f[ank trucks
* \Waste hauling

attachment procedure and other

: coupling recommendations
Operating Temperature:

-40°C to +/71°C
(-40°F to +160°F)

# O @ | B GRS -
Max Oper Burst Minimum
Part No. Hose |I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN mm in mm in bar psi bar psi mm In kPa |[in/Hg | kg/m | lbs/ft | mtr ft
043624-100 38| 38,11 1.0 50,8| 2.00 /7,01 100 28 400 12701 5.00| 94,8 28| 1,58| 1.06| 30,51 100
H043632-100 1| 80,8 200 63,8| 2.50 /7,01 100 28 400 152,41 6.00| 94,8 28 1,90 1.28] 30,5| 100
H043648-100 80| 76,2| S.00| 805| 3.96 /7,01 100 28| 400 304,8| 12.00| 94,8 28| 2,86 1.92| 30,5 100
H043664-100 1021 101.6| 4.00| 1159 4.56 201 100 28| 400]| 359,6| 14.00| 94,8 28| 3.9/ 267 30,9 100
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Refer to warnings and safety
PetrO]eum A iInformation on pages M-1 — M-15.

" Use of damaged hose or improper use ay
D]SChaTge may result in bodily injury or property (=7)
damage. Please consult Eaton catalog or :‘E
Technical Support for proper application. L
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EATON BULLDOG FUEL OIL ROSE H30124

Construction: Application: Markets: Type of Couplings:
Tube: Nitrile rubber * For fuel oll transfer for e [ank truck « Reattachable

(RMA Class A) residential and/or * Petroleum refining * Internally expanded
Reinforcement: Double fiber COtrEriareial delvery * Chemical processing permanent attached
braid » Home delivery of fuel

Cover: Vinyl nitrile rubber Contact coupling manufacturer for

attachment procedure and other

_ coupling recommendations
Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

Max Oper Burst
Part No. Hose |.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft
H90120-150 31 31,8 1.25 44.5 1.75 17,2 250 /0,0 1000 0,93 0.62 45,7 25,0
H90122-150 35 34.9 1.38 47,6 1.87 17,2 250 /70,0 1000 0,99 0.66 45,7 150
H90124-100 38 38,1 1.50 50,8 2.00 112 250 /0,0 1000 1,11 0./5 30,5 100
H90124-150 38 38,1 1.50 50,8 2.00 17,2 250 /0,0 1000 1,11 (.75 45,7 1020
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