- Refer to warnings and safety
SpeC]a]ty information on pages M-1 — M-15.
. - . Use of damaged hose or improper use

F]Te Flghtmg may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H5751 & H5752 Chemical Booster*
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EATON CHEMICAL BOOSTER H5752

Markets:
* Fire fighting

Type of Couplings:
* Spanner hole type
» Barway

Application:

» For pressure booster
hose on fire fighting
eguipment

Construction:
Tube: Synthetic rubber

Reinforcement: 2 textile braid

Cover: Synthetic rubber

Contact coupling manufacturer for
attachment procedure and other

Operating Temperature: coupling recommendations

-40°C to +82°C
(-40°F to +180°F)

i O @, 1© A —
Max Oper Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length

H5751* DN mm in mm in bar psi bar psi kg/m lbs/ft mtr ft
H5/51-50 18 19,0 0.75 31,8 1.28 59,0 300 165 2400 0,83 0.56 18.2 50
H5751-100 18 19,0 0.75 31,8 1.25 59,0 300 165 2400 0,83 0.56 30.5 100
H5751-150 18 19,0 0.75 31,8 1.25 59,0 800 165 2400 0,83 0.56 45,7 1560
H5751-200 19 19,0 0.76 31,8 1.25 59,0 300 165 2400 0,83 0.56 60, 200
H5752*

H5752-50 20 20,4 1.00 40,5 1.68 55,0 800 165 2400 1,20 0.81 15,2 50
H5/752-100 Z9 20,4 1.00 40,5 1.93 59,0 300 165 2400 1,20 0.81 30,5 100
H5/752-150 78 20,4 1.00 40,5 |08 59,0 300 165 2400 1,20 0.81 45,7 150
H5752-200 25 20,4 1.00 40,5 1.89 59,0 300 165 2400 1,20 0.81 61,0 200

* Product i1s not stocked and only available as an MTO item.
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. Refer to warnings and safety
SpGC]a]ty Information on pages M-1 — M-15.
Road Construction Use of damaged hose or improper use

may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.
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H0372 BLACKCAT™ Hot Tar & Asphalt =
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Construction: Application: Markets: Type of Couplings:
Tube: Nitrile * For suction & discharge  Road construction * Cam and groove
of tar and asphalt  Roof construction « Combination nipple

Reinforcement: 2-ply
fiberglass with helical wire

Cover: Neoprene Contact coupling manufacturer for
attachment procedure and other

: coupling recommendations
Operating Temperature:

+177°C Intermittent
(+350°F)

Handle intermittent
temperature of hot tar and
asphalt up to +400°F

i O O | | m Ve

Max Oper Burst Minimum
Part No. Hose |.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN | mm In mm In bar psi bar psi mm In kPa |in/Hg| kg/m | lbs/ft | mtr ft

H037232-100** o1| 90,8| 2.00| 74,6| 2.94| 13,8 200| 550 800| 1//7,8| /7.00| 94,8 28| 3,48| 2.34| 30,5 100

H037240-100 60| 63,5 2.50( 8/3| 3.44| 13,8 200| 550| 800| 254,0(10.00( 94,8 28| 4,24 2.85| 30,5 100

H037248-100** 80 /76,2 3.00( 9/6| 3.84| 13,8 200| 550| 800 254,0(10.00f 94,8 28| 4,95 3.33| 30,5 100

H037264-100 1021 101,6| 4.00]126,2| 4.97| 13,8 200| 55,0| 800| 304,8|12.00| 94,8| 28| 6,74 453| 30,5 100

Product avallable in b0 ft. lengths. ** Product available in 150 ft. lengths.
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Refer to warnings and safety

SpeC]a]ty Information on pages M-1 — M-15.
Road Const'ruction Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO616 BLACKCAT™ Corrugated Hot Tar & Asphalt
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Construction: Application: Markets: Type of Couplings:
Tube: Nitrile * For suction & discharge  Road construction  Cam and groove
of tar and asphalt » Roof construction « Combination nipple

Reinforcement: 2-ply
fiberglass with helical wire

Cover: Corrugated neoprene Contact coupling manufacturer for

attachment procedure and other

: coupling recommendations
Operating Temperature:

+177°C Intermittent
(+350°F)

Handle intermittent
temperature of hot tar and
asphalt up to +400°F

i O O | O f )E —
Max Oper Burst Minimum
Part No. Hose |I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight Length
DN mm In mm in bar psi bar psi mm In kPa |in/Hg | kg/m | lbs/ft | mtr ft
HO061632 o1 50,8 2.00( /76,2 3.00] 13,8 200 oo| 800| 127,0f 5.00| 94,8 28| 3,48 2.34| 15,2 50
HO061632-100 o1 50,8 2.00[ 76,2| 3.00] 13,8 200 oo| 800| 127,0f 5.00| 94,8 28| 3,48 2.34| 30,5] 100
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: Refer to warnings and safety
SpeC]a]ty Information on pages M-1 — M-15.
Road Construction Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

H9603 Hot Tar Pumping
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EATON HOTTAR PUMPING H360316 [T
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Construction: Application: Markets: Type of Couplings:
Tube: Nitrile (RMA Class A) * For hot tar projects * Road construction  Cam and groove
Reinfarcament: ‘7owire braid  Roof construction  Combination nipple

Cover: Pin-pricked CPE

Contact coupling manufacturer for

_ attachment procedure and other
Operating Temperature: coupling recommendations

+177°6G |Intermittent
(+350°F)

i [®} O | B ) s
Max Oper Burst Minimum
Part No. Hose |.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
DN mm in mm in bar psi bar psi mm in kg/m | lbs/ft mtr ft
H960316-50 25 | 294 100 | 397 100 17,2 250 172 | 2500 | 304.8| 1200 1.34 .90 19.2 50
H960316-100 28 | 254 1.00 ]| 397 1.56 17.2 250 172 | 2600 | 3048 | 12.00 1.34 0| 308 100
H960316-150 25| 254 100 397 1.56 17,2 250 1721 2500 | 304,8 | 12.00 1,34 90| 45,7 150
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Refer to warnings and safety

Speqa]ty Information on pages M-1 — M-15.
SpeCia]ized Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHOG6 Diesel Exhaust Fluid Dispensing
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EATON DEF HOSE EH06612 10

Construction: Application: Markets: Type of Couplings:
: | * For conveying diesel » Tank truck .
Tube: Peroxide cured EPDM T ﬂEidg Contact coupling manufacturer
Reinforcement: Fiber braid for attachment procedure
with stainless steel anti-static and other coupling
wire recommendations

Cover: Peroxide cured EPDM

Operating Temperature:

-40°C to +125°C
(-40°F to +257°F)

i O @, 1O £ —
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
DN mm In mm In bar psi bar psi mm In kg/m | lbs/ft | mtr ft
EHO6608 1 12,/ 050 216 | 0.85 2] 300 83 | 1200 107 3,98 | 0.26 018 | 15,2 50
EHO6612 19 180 | Q75| 280 1.14 Z1 300 83 | 1200 182 | 98| 042 | 028 | 16,2 50
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Refer to warnings and safety

SpeCia]ty Information on pages M-1 — M-15.

Spedaﬁzed Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H9690 Hydrocarbon Drain
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E.-T-N HYDROCARBON DRAIN HOSE

Construction: Application: Markets: Type of Couplings:
Tube: Nitrile (RMA Class A) * For hydrocarbon * Petroleum * Boss Male
drain service « Refineries * Ground joint female

Reinforcement: 2-wire braid

Cover: Pin-pricked chlorinated * Eaton EJ series

polyethylene

Contact coupling manufacturer for
attachment procedure and other

Operating Temperature: coupling recommendations

+177°C
(+350°F)
H 0 o | © | ® |
Max Oper Burst
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
DN mm in mm 1 bar psi bar psi kg/m Ibs/ft mtr ft
H969012 19 19,0 0./5 34,1 1.34 21,0 300 207 3000 0,89 0.60 19,2 50
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Refer to warnings and safety

SpeC]a]ty Information on pages M-1 — M-15.
Spedaﬁzed Use of damaged hose or improper use

may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

H383811 Nitrogen

------
N |
o WO U RN ER

i
- = I I A = | B | - ] 1 I Lt d . L
¥ - 'I i e - ‘-.-"'--r --‘."‘l"“ 1} "‘. .i"" -"!‘p- r -+ "-_ ol -, :'-"r' "L-."':--. :IJ-I JE '.H " i ‘- ’ - -3'" Ill‘l.|I § L‘l‘ - J
Lk i PP e e O P LD U o s L e L R - B e i Pt ] Wi o I X A s e et e Tt ] o L e ‘

7L
=
®
I
o
p—
=
|
7L,
.=
®
O
o
El
2
o

Construction: Application: Markets: Type of Couplings:
Tube: Nitrile * For transfer of nitrogen * Refineries e "U" series
Reinforcement: 4-spiral fiber at ambient temperatures * Petroleum industry * Barbed inserts

e Boss male

Cover: Pin-pricked neoprene e Ground joint female

Operating Temperature: |
_40°C to 82°C Contact coupling manufacturer for

o . attachment procedure and other
-40°F to 180°F) coupling recommendations

# O @, 1©

Max Oper Burst
Part No. Hose |I.D. Hose O.D. Pressure Pressure Weight Length
DN mm In mm In bar psi bar psi kg/m |Ibs/ft mtr ft
H881112YWW-250 19 19,0 0.75 30,7 1.19 21,0 300 83,0 1200 0.5/ 0.38 /6,2 290
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